
PAVETEX ENGINEERING AND TESTING, INC.

HAMBURG WHEEL-TRACKING TEST
Tex-242-F

REPORT NUMBER: DESIGN NUMBER:
LAB NUMBER: SAMPLED DATE:

CLIENT: CONTROLLING CSJ:
COUNTY: SPEC YEAR:

MOLDED BY: SPEC ITEM:
SAMPLE LOCATION: SPECIAL PROVISION:

 PRODUCER: GRADE:
MATERIAL: Various methods of  adding Lime

AREA ENGINEER: PROJECT MANAGER:

COURSE\LIFT: STATION: DIST. FROM CL:

Sample ID Control 1% Lime added to 
Binder

1% Lime added to 
RAP Collar

PaveTex Lab # 70227 73228 73230
10000 1.8 2.5 2.8
15000 2.1 3.1 3.4
20000 2.3 5.0 3.7

Remarks:

12/20/07

Test Method: Tested Date:

Tx242 11/14/2007
Reviewed By: Completed Date:

11/14/07

PaveTex Engineering and Testing, Inc.

70227, 73228-31
ChemLime

2004
PaveTex 341

Temperature: 50 C

ChemLime NA

Rut Depth 
(mm)

Tested By:

Phillip New

Maghsoud Tahmoressi, PE
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Control 1% Lime to Binder 1% Lime to RAP Collar


